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”If you love what you do and are willing to

do what it takes, it’s within your reach. And

it’ll be worth every minute you spend alone

at night, thinking and thinking about what it

is you want to design or build. It’ll be worth

it, I promise”

Steve Wozniak
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Introduction

In recent years the healthcare has seen a general digital transformation in order to im-

prove the quality of the services delivered, material and staff logistic, specialistic visits

and surgeries planning and last but not least creating a more patient-centric vision, to

give the necessary importance to his hospital journey. The application of cutting edge

and innovative technologies lead to find new ways to manage complex environments like

hospitals, such as creating a more interoperable healthcare and new performance moni-

toring systems: these two simple things could indirectly bring an optimization of internal

and external processes and interaction between multiple stakeholders, like different hos-

pitals or doctor-patient communication. This can be helpful with many pain points in

healthcare, such as:

• Waiting lists management to guarantee a coherent waiting time for pending surg-

eries, optimize the call and recall procedures and monitoring the score of each

patient related to its priority level, analyze the number of patients beyond the

threshold to better understand the current situation and what to improve

• Monitor every stage of the surgical journey over time to understand bottlenecks, ad-

vantages and disadvantages of current internal procedures and continuously evolve

aiming for better patient care

• Real time visualization of the current state of the hospital and its multiple depart-

ments, such as the surgical one

Each health system has its own metrics to measure and calculate performance of

different types, so data collection and processes monitoring becomes crucial to give the

correct vision of the reality and supporting the directive staff to take decisions. This

is valid in every healthcare area, for example hospitalization rooms, clinics or surgery
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departments, where real time monitoring of patients is critical to detect anomalous sit-

uations and give a support to mitigate all the possible risks that could happen.

The operating room is a particular environment that needs to be under certain con-

ditions in order to guarantee the patient's safety: if something is wrong than it must be

noti�ed as soon as possible to ensure a secure and correct surgery procedure. Inside a

modern operating room we can �nd one of the most technological and complex site of a

hospital, including devices and sensors for tracking patient's vital signs, air ventilation

systems, automatic temperature adjustment and so on. The main problem is that this

high level of technology is mixed with old procedures and a operative fragmentation,

in fact many systems work like silos without integration. This is why digitalization is

so important to transform multiple operating rooms into a cohesive and smart surgical

department, exploiting the integration of new technologies such as Internet of Medical

Things (IoMT) to connect sensors over the internet and use data aggregation to monitor

and make predictive analysis.

Another key point for the evolution of the surgery department lies in the simulations,

o�ering powerful tools to train people about procedures and risks and also give a new

operative paradigm for a better management and e�ciency. Operating rooms are a high

risk locations where the human error can have fatal consequences and a well organized

department is important to reduce and mitigate any possible risk, and here it comes the

simulation, enabling us to test a speci�c scenario and improve the global management:

ˆ Simulate the peri-operative journey of a patient

ˆ Test the behavior in case of a virtual anomaly during a speci�c intra-operative

procedure

ˆ Allocate the correct number of surgeons, nurses and professional �gures to optimize

the surgeries execution

ˆ Increase the utilization percentage of operating rooms and recovery beds (bed

management) to avoid waste of resources

ˆ Identify bottlenecks and improve work
ows and logistics, simulating rooms turnover,

disinfection times, urgent surgeries or even emergencies
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The next possible chapter of digitalization is represented by Digital Twin, that is

much more than a simulation: we can think about it as a dynamic digital replica of any

physical asset, with an arbitrary level of detail and �delity. We can model everything is

interesting for our purposes, such as an entire surgery department thanks to the com-

posability characteristic, creating multiple digital twins within a common environment.

This could lead the realization of a new smart and predictive healthcare ecosystem, of-

fering full interoperability between organizations and a better patient focus, aggregating

data from di�erent sources for a holistic vision.
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Chapter 1

Digital Twins

What are Digital Twins? This is a question that is as simple as it is interesting, this is

the entry point for a new vision of the reality and possibly a cutting edge technology for

many industries. As the name says, it is not only a digital representation of a physical

asset, but more than that: it can be imagined like a complementary entity that forms a

all one entity with the physical asset, or multiple physical assets, combining the physical

world and the digital one.

1.1 The story behind the technology

First of all let's introduce how this technology is born, the evolution and what was the

original goal to better de�ne all the possibilities and opportunities it is able to unlock.

1.1.1 NASA Apollo Program

The concept of the Digital Twin, a dynamic virtual replica of a physical entity or system,

has undergone a signi�cant evolutionary journey from theoretical ideas to a pervasive

technological paradigm. The �rst idea of Digital Twin was proposed by the american

space agency NASA, way back in the 60s: these were important years, of great tech-

nological as well as military ferment due to the Cold War. Most of all, the so called

space race has mobilized huge investments in technological progress in order to reach

the lunar surface as soon as possible and put a man on its land. And here comes the

famous Apollo program, especially the Apollo 13 mission, where we can see the �rst
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application of a digital representation of a physical asset: model the actual spacecraft

and its components with high �delity and detailed models to better simulate its behavior

in speci�c environments and scenarios, explore di�erent solutions and predict results [1].

In the NASA facility 15 complex physical and digital simulators were used to train

astronauts, simulate and analyze every single aspect of the mission and create failure sce-

narios to study how the spacecraft and each recovery component would behave in a virtual

environment as similar as possible to the real one. This is one of the most important

aspect, the realistic modeling of the physical component and its intrinsic customizable

feature (�g. 1.1), that allows to customize and con�gure the digital representation with

pre-con�gured or particular con�gurations to analyze and test the behavior, comprehend

wrong decisions, adjust and repeat. The NASA's primitive Digital Twin had an impor-

Figure 1.1: The complex Apollo spacecraft in the docked con�guration

tant role during the Apollo 13 mission, especially after the oxygen tank explosion in the

Service Module, that causes several damages to the spacecraft and a signi�cant loss of

oxygen. The agency used all these simulators and digital vehicle modeling to evaluate
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the possible reasons of the accident and to produce and test solutions for the astronauts'

survival, due to the sudden uninhabitability of the module and the subsequent transfer

to the Lunar Module using it as a lifeboat for life support, propulsion, and navigation.

Because of that the importance of the simulation and prediction are fundamental to

recover from a failure situation with digital copies of the physical entities we are consid-

ering and propose solutions in the fastest and safest way possible, such as re-planning

the journey back to Earth exploiting the Lunar orbit to slingshot [2] [3].

The evolution of this approach is the continuous tracking of the real spacecraft within

its digital representation managed by the communication center on Earth, unlocking new

potentials (�g. 1.2):

ˆ Tracking all sensors data to create a digital coherent state of the spacecraft

ˆ Observe the mission, simulate possible trajectory and make or suggest corrections

with the space crew with real time communications

ˆ Use arti�cial intelligence to predict possible behaviors of the spacecraft to better

understand the health of the spacecraft and prevent possible damages that could

lead to disasters

ˆ Possible augmentation of the spacecraft capabilities, where the digital part and

the physical part are closely linked to each other developing new functionalities,

for example real-time analysis of the telemetry to make corrections to the physical

spacecraft, aggregate the crew health states to have a full composed view of multiple

physical entities and take actions and so on

1.1.2 Mirror World

A Mirror World is a concept �rst popularized by computer scientist David Gelernter.

It refers to a digital representation of the real world that is structurally identical to it.

Unlike virtual reality (VR), which may create entirely �ctional environments, a Mirror

World maps the physical world into a digital medium with extreme precision [4].

ˆ Real-world Mapping: every building, street, and physical asset has a corresponding

digital coordinate. It is essentially a "1:1 scale" digital map of reality.
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Figure 1.2: Nasa's virtual model concept

ˆ Dynamic Data Integration: it is not a static 3D model. Through the Internet

of Things (IoT) and sensors, it re
ects the current state of the physical world in

real-time (e.g., tra�c 
ows, energy consumption, or human movement).

ˆ Social and Functional Layers: it often incorporates information layers, such as

social interactions, historical data, and administrative records, making it a "living"

document of human activity.

While the terms are often used interchangeably, there is a subtle di�erence in scope:

Digital Twins usually focuses on a speci�c object, machine, or process (a Digital Twin of

a single operating room or a turbine), while Mirror World represents a macro-system. It

is the aggregation of many Digital Twins and datasets to form a comprehensive digital

version of a city, a country, or the entire planet.

1.1.3 Formalization of the concept

Thanks to the Nasa's research projects, John Vickers and Michael Grieves, the �rst con-

cepts of a Digital Twin were shaped and nowadays we are able to use them in strongly

improved and complete technologies, enhanced with cloud computing and AI. Grieves

initially talked about Product Lifecycle Management using the Information Mirroring

Model term, that means the two systems (physical and virtual ones) would be contin-

uously linked, throughout the entire lifecycle of both: an integrated, information based
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approach to model physical entities and ecosystems, from the design through all related

processes [5]. While Grieves initially called it the "Conceptual Model of PLM", it was the

collaboration with Vickers at NASA that led to the formal adoption of the term "Digital

Twin" in the 2010 NASA Roadmap and the �rst three fundamental components:

ˆ Physical Space: the actual object or system existing in the real world (e.g., a

satellite, a factory 
oor, or a wind turbine).

ˆ Virtual Space: a high-�delity digital representation that contains all the geometry,

physics, and behavioral data of the physical counterpart.

ˆ The Data Link: the "bridge" consisting of data 
owing from the physical to the

virtual (sensors) and information/commands 
owing from the virtual back to the

physical (actuators or human intervention).

These three principles laid the foundations of the powerful and multi-purpose Digital

Twin technology, that has evolved over the year and now transforming �elds like Internet

of Things and agent-based programming paradigm.

1.2 What is a Digital Twin

Based on what was discussed in the previous sections, let's now see what a Digital Twin

actually is, referring to NASA's 2012 de�nition [3]:

A Digital Twin is an integrated multiphysics, multiscale, probabilistic sim-

ulation of an as-built vehicle or system that uses the best available physical

models, sensor updates, 
eet history, etc., to mirror the life of its correspond-

ing 
ying twin.

We can imagine a Digital Twin like a virtual representation of any interesting object

at any abstraction level, linking the real and the virtual worlds together with real-time

synchronization, mapping its domain with properties, events, actions and relationships,

allowing to have detailed models and a much more realistic and precise simulation of

unpredictable scenarios. This de�nition can be expanded with all sort of material and

immaterial things, such as aggregation of concepts or processes: we can track physical

asset state or complex processes execution, vehicles, cities and human people, this is
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not just a purely descriptive and modeling approach, but the Digital Twin also repre-

sents a behavioral approach capable of simulating the dynamics, monitoring the state,

controlling or predicting the behavior of a physical asset.

1.2.1 Key concepts

Digital Twins exist to create a mirroring of the physical world, describing assets in terms

of properties, events and relationships, so basically we need a Physical Asset (or Object)

to represent linked with its own digital representation (or Logical Object). Ideally,

these two entities communicate to each other with de�ned data 
ows, so the �rst three

key concepts to describe before delving into Digital Twins are the integration levels [6]

(�g. 1.3):

ˆ Digital Model: this is the typical virtual representation of a physical entity, asset,

system or process, typically created during the design phase and relies on manually

generated data and both manual data 
ow, from the PO to the LO and viceversa

from the LO to the PO, without any automated data exchange and requiring

the human intervention, resulting in a strongly static representation useful for

simulations and what-if scenarios with prede�ned assumptions.

ˆ Digital Shadow: this concept extends the Digital Model with automated unidirec-

tional data 
ow from the PO to the LO, while the data 
ow directed to the physical

entity remains manual. For example sensor data and operational information from

the physical asset are automatically transferred to update the digital representa-

tion, that is the shadowing of the PO, becoming well suited for monitoring and

diagnostics.

ˆ Digital Twin: this extends the previous concepts with a bidirectional and contin-

uous data exchange between the physical entity and the digital counterpart, with

automatic and real-time data 
ows from both, de�ning a new type of representation

capable to actively in
uence the physical system and implementing optimization

strategies, decision making and predictive functionalities. This is more an integral

part of the overall system than a representation.

Another level of Digital Twin analysis is aligned to the product life-cycle, expanding

the concept introducing the Digital Twin Prototype (DTP) and the Digital Twin Instance
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Figure 1.3: Digital representations

(DTI) concepts [5]. Following Grieves' de�nition, the Digital Twin can be seen as a

set of virtual information constructs capable of fully describing the physical product

being manufactured, with the same level of detail we would obtain by inspecting the

physical object. The Digital Twin Prototype is the initial phase of the Digital Twin:

it de�nes all the information needed to describe and produce the physical asset, the

prototype capable of generating multiple copies of the real object. This represents the

Digital Twin during the design and development phase, before the physical asset is

realized, so it is not linked to any operational data. It contains information like models,

requirements, description of properties, 3D models and so on. Then we have the Digital

Twin Instance, that is the virtual version of the actual physical object manufactured

(based on the prototype) during the deployment phase for example, which is continuously

updated with real data from sensors and data 
ows, re
ecting the speci�c con�guration

and state of its corresponding physical asset. The Digital Twin Aggregate represents a

collection of multiple Digital Twin Instances: an example is the aggregation of data from

di�erent or similar assets which are linked to each other with some sort of relationships,

enabling high-level analysis and benchmarking. Finally, the Digital Twin Environment,

where both the DTI and DTA exist within, provides the infrastructural and contextual

framework and the virtual space in which they operate. In this sense, the Digital Twin

Environment acts as the enabling ecosystem rather than a Digital Twin itself.
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1.3 Characteristics of Digital Twins

While the Digital Twin concept is often introduced at a conceptual level, its practical

realization depends on a set of well-de�ned technical characteristics, and among these,

shadowing and lifecycle management play a central role, as they determine how accu-

rately and persistently the Digital Twin represents the physical system over time. A

rigorous analysis of these aspects is therefore essential to move from abstract de�nitions

to implementable and veri�able Digital Twins, starting from the fundamental properties

that characterize them, derived from the state of the art [7].

Representativeness and Contextualization The logical objects must represent the

status and functionality of the physical counterparts and only information and function-

ality relevant to the context of use should be considered. It's important for the LO to be

as much as possible true to the original PO with high level of �delity and similarity. We

can also contextualize the logical object if we need only a subset of all the descriptive

information of the PO, considering only relevant attributes we need for our application

scenario.

Re
ection A PO can be uniquely represented using the attribute values, state and

behavior of its LO. This property refers to a mapping of all the information that fully

describes the PO with respect to our context and goals. Because the information may

change over time, all the meaningful attributes, status, events, actions and relationships

that describe the PO must be timely represented by its logical object.

Entanglement Entanglement, as the word suggests, refers to the need for instanta-

neous (or very close to real-time) information 
ow between the PO and the LO replica.

This can be obtained considering the following three properties:

ˆ Connectivity: a direct or indirect communication channel is needed to exchange

data between the LO and PO.

ˆ Promptness: the exchange of data should be timely in such a way that the delay

of elaboration and communication of the new PO's state is negligible with respect

to the application goals.
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ˆ Association: the connection between LO and PO can be uni-directional or bi-

directional, as stated before. A bi-directional one is preferable to get the maximum

advantages.

Augmentation This means that the logical object can augment the capabilities of the

PO by increasing its functions and features; this can be achieved by exposing APIs that

facilitate the management of the PO. A physical object is limited and constrained, most

of the time, with well-de�ned functionalities that remains for the entire life cycle of the

object. The LO, instead, can be updated over time implementing new features, that is

actually augmenting its physical object.

Composability This refers to the ability to group logical objects into a single com-

posed one, in order to centralize management and control; the single LO is increasingly

more powerful because it represents a single PO, but it's important to be able to control

and observe the behavior of composed objects as well as the individual components when

required.

Memorization and Predictability The LO's ability to store past and present data

for future analysis, describing not only the current state of the physical object, but also

its past life and past behavior. It is important to store and collect as much as possible

data to extract the full potential in the future, even for simulations or predictions of the

physical object's behavior during speci�c period of time or for future analysis, thanks to

evolved AI technologies.

Replication This refers to the fact that it is possible to have multiple replicas of a

physical asset using di�erent LOs in the virtual space or di�erent environments; a PO

can be replicated and virtualized multiple times in the virtual space, with each logical

object re
ecting the original physical one, even modelling di�erent set of attributes and

information. Over time, all these replicas should be consistent between each other.

Persistency A logical object, when created, is understood to have a long life cycle

and be available for a long period of time and should be persistent over its life cycle. It
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should be resilient and persistent and always available to compensate the physical object

limitation of its functions over time.

Accountability/Manageability A logical object must be able to detect damage and

problems of the physical asset and vice versa, it's the ability to fully manage all the

expected and unexpected situations from the logical object to the pysical one and vice

versa.

1.3.1 Shadowing and lifecycle of a Digital Twin

Shadowing refers to the mechanisms through which physical system data is captured,

processed, and integrated into the Digital Twin, enabling seamless alignment between

physical and digital entities, a synchronization of the two states: the so called mirror-

ing. This mechanism re
ects real-time the physical asset's state into the Digital Twin

through various steps, from the low level data acquisition from sensors up to its ma-

nipulation, transformation, communication and �nal integration into the virtual asset.

By this way, Digital Twins can be described in terms of properties, that are mapped

one-to-one to physical properties of the physical asset, but not only that: we can add

behavioral concepts such as actions or events and link information, like relationships.

We can see how the shadowing process works inside the lifecycle of a Digital Twin in

the image �g. 1.4. The DT starts entering in a Not Bound situation, with no associa-

Figure 1.4: Abstract representation of the shadowing process and DT lifecycle

tion with physical entity and physical adapters to connect with. After being bounded

with at least an adapter to communicate with its PO it enters into the Bound state:

here we have the shadowing process, that is the continuous synchronization of properties
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and events between the two digital and physical parts, synchronizing every time the DT

goes to an unexpected async situation. This show the application of the entanglement,

representativness and re
ection properties for example. The lifecycle of a Digital Twin

spans the entire lifecycle of the physical system it represents, from early design phases to

realise and operation until dismission. The Digital Twin evolves continuously, adapting

its structure, models, and data as the physical asset progresses through di�erent lifecycle

phases. Lifecycle considerations address how the Digital Twin evolves across di�erent

phases, including design, operation, maintenance, and dismission, ensuring continuity,

traceability, and adaptability of models, properties and data, behaviors over time. An-

other interesting formalization of the Digital Twins lifecycle describes di�erent levels of

sophistication, i.e. how many and what functionalities it o�er [8] (table 1.1):

ˆ Pre-Digital Twin: this refers to a prototype created before the physical object is

build, supporting decision-making at design phase with a low �delity model. Its

goals are to validate key system concepts and decisions, mitigate all technical risks,

and uncover problems early in the design process.

ˆ Digital Twin: this virtual system now refers to a physical asset and models physical

properties, receiving batch updates from the physical asset to update the virtual

model representation with bi-directional interaction. This opens various opportu-

nities, for example track the current state and explore the behavior of the physical

asset under speci�c scenarios.

ˆ Adaptive Digital Twin: this improves the previous level with the ability to adapt to

the user/operator preferences or priorities using adaptive user interfaces between

the physical and digital twins. The key point is the learning capability in di�erent

contexts using supervised machine learning algorithms.

ˆ Intelligent Digital Twin: this includes enhanced Adaptive DT capabilities with

unsupervised machine learning and reinforcement learning capabilities, giving the

system a high level of autonomy over its environment.

1.3.2 Interoperable DT with Adapters

Interoperability is a critical point for the e�ective deployment of Digital Twins and

achieving the application goals, as they must continuously interact with heterogeneous
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Level Model So-
phistication

Physical
Twin

Data Acqui-
sition from
Physical
Twin

Machine
Learning

(Operator
Prefer-
ences)

Machine
Learning

(System /
Env.)

1
Pre-Digital

Twin

Virtual system
model with
emphasis on
technology /
technical-risk
mitigation

Does not
exist

Not applicable No No

2
Digital Twin

Virtual system
model of the
physical twin

Exists Performance,
health status,
maintenance;
batch updates

No No

3
Adaptive

Digital Twin

Virtual system
model of the
physical twin
with adaptive
UI

Exists Performance,
health status,
maintenance;
real-time up-
dates

Yes No

4
Intelligent

Digital Twin

Virtual system
model of the
physical twin
with adap-
tive UI and
reinforcement
learning

Exists Performance,
health sta-
tus, mainte-
nance, envi-
ronment; both
batch/real-time
updates

Yes Yes

Table 1.1: Classi�cation of Digital Twin maturity levels.

27



physical assets and digital systems across organizational and technological boundaries.

For example, a single Digital Twin Prototype can be deployed across two di�erent Digital

Twin Instances, each referencing its own physical asset of the same type, but built with

di�erent technologies and communication channels [9].

To achieve this, Digital Twin architectures typically rely on dedicated adapters that

mediate communication between the twin core, the physical asset, and external digital

applications (�g. 1.5). Physical level adapters handle protocol translation, data normal-

ization, and semantic alignment of sensor and check the correctness of data originating

from the physical system. Application-side adapters, instead, expose standardized inter-

faces that allow analytics tools, real-time noti�cations, Rest APIs and decision-support

systems to access and interact with the Digital Twin. By decoupling the Digital Twin

logic from speci�c technologies and data formats enhances scalability, extensibility, and

long-term maintainability of Digital Twin implementations.

Figure 1.5: Example of a basic 3 layer DT based architecture

Interoperability is achieved exploiting all the standard technologies and interfaces

available, for example the adoption of Semantic Web technologies and the Web of Things

(WoT) Thing Description [10]: using shared ontologies and semantic annotations of

properties and services, Digital Twins can achieve a common understanding of data,

capabilities, and interactions. In this context, WoT Thing Descriptions can provide

a standardized and semantic interface that enables heterogeneous physical assets and

digital services, like Digital Twins, to be discovered, integrated, and orchestrated in an

interoperable and technology-agnostic way.
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1.4 Ecosystems of Digital Twins

Digital Twins operate within a complex and multi-layered technological environment

that spans from the physical assets, where the sensing capability lies, to cloud-based

platforms and digital application services. This environment can include heterogeneous

components, including sensors and actuators, IoT devices, communication networks, edge

and cloud computing resources, as well as data management and analytics platforms.

The e�ective integration of these layers is essential to ensure reliable data acquisition,

synchronization and easy management of Digital Twins.

1.4.1 From WoT to WoDT

Because of the wide range of applicability of Digital Twins and the big diversity of all

the enabling technologies on the market, there is a risk of loss of uniformity resulting

to a proliferation of vertical and closed silos of DTs. The evolution from the Web of

Things paradigm to a Web of Digital Twins represents a shift from exposing connected

physical assets as web-accessible entities to enable discoverable, dynamic, and semanti-

cally de�ned digital representations of these physical assets. A Web of Digital Twins can

be imagined as an open and distributed ecosystem of connected DTs, as an interopera-

ble service-oriented middleware for applications or Multi Agent Systems (�g. 1.6) [11].

While WoT focuses on interoperability at the device and service level (through standard-

Figure 1.6: The WoDT layered abstract architecture

ized interfaces and machine-readable descriptions) the Web of Digital Twins extends this

concept by encapsulating state, behavior, models, and lifecycle knowledge within Digital
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Twins representation. In this paradigm, Digital Twins become �rst-class web entities

that can be discovered, composed, orchestrated and queried, de�ning a cross-application

distributed layer between the real world and the digital applications.

1.4.2 Hypermedia-based WoDT

The Hypermedia-based Web of Digital Twins extends the WoDT by leveraging Web stan-

dards, REST principles, semantic web and uniform interfaces to ensure openness and in-

teroperability among heterogeneous Digital Twins across domains and organizations. By

abstracting technological heterogeneity behind standardized Web interfaces, HWoDT en-

ables discoverable and composable Digital Twin ecosystems that support di�erent kinds

of applications. A HWoDT Platform is introduced to manage these ecosystems, register

Digital Twins, merge their data, allocate and orchestrate them and provide contextu-

alized views and services at the application layer. Multiple platforms may coexist and

share Digital Twins to support di�erent perspectives and application needs [12].

1.5 Digital Twin Application Domains

We have seen the aerospace application �eld, but also in the context of Industry 4.0

Digital Twins are a key technology to enable cyber-physical systems, supporting real-

time monitoring, optimization, and autonomous decision-making across the industrial

processes, a�ecting the design, production and maintenance of products, and where a

Hypermedia-based WoDT could represent a game changer technology to manage the

ecosystem's complexity.

Manufacturing

Digital Twin applied in the industrial and manufacturing sector enables the simulation,

optimization, and visualization of production systems, covering both manufacturing and

logistical aspects, from individual components to the complete assembly �g. 1.7. Its pri-

mary objective is to enhance competitiveness, productivity, and e�ciency by supporting

key production system disciplines [13]:

ˆ Planning and control: Digital Twins improve order planning through statistical as-

sumptions, provide advanced decision support via detailed diagnostics, and enable
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automated planning and execution.

ˆ Maintenance: they support condition monitoring, predictive and anticipatory main-

tenance, impact analysis of system state changes, and data-driven evaluation of ma-

chine health using descriptive methods and machine learning across the machine

lifecycle.

ˆ Layout planning: Digital Twins enable continuous evaluation and recon�guration

of production systems through automated and application-independent data ac-

quisition.

Figure 1.7: Example of an industrial architecture

Smart city and smart mobility

Digital Twins are increasingly recognized as a foundational technology for smart cities

and smart mobility, enabling comprehensive digital representations of urban environ-

ments that integrate real-time data from sensors, connected vehicles, infrastructure,

and citizen services, especially when combined with other technologies such as cloud-

computing, IoT and Big Data. Digital Twins create virtual models of the physical

mobility network and the transportation system, allowing cities to be aware of the urban

congestion, accessibility, new sustainable transport systems and supporting a new era of

autonomous driving.
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Healthcare

Similarly, in healthcare applications, Digital Twins rely on interconnected sensing tech-

nologies, secure communication, and cloud-based processing to model patients, medical

devices, or clinical processes, while addressing domain-speci�c requirements such as data

privacy, reliability, and real-time awareness of surgeries, patient health or medical equip-

ments.

1.5.1 Digital Twins and Digital Healthcare

Beyond individual Digital Twin instances, many real-world applications require the co-

ordinated interaction of multiple Digital Twins within a shared environment, giving rise

to a Digital Twin ecosystem. In hospital context, and particularly within surgical de-

partments, such ecosystems include virtual representations of medical devices, operating

rooms, clinical work
ows, patients and medical sta�, enabling a holistic representation

of the surgical environment and supporting real-time awareness of what is happening,

resource coordination, and planning optimization [14].

Related works

HospiT'Win and TraumaTracker

Digital Twin paradigm can lead to a wide range of applications, such as the virtual-

ization and monitoring of all the hospital processes, physical assets (patients, equip-

ments, locations, sta�), surgeries execution and support, activity planning or emergency

management. TraumaTracker focuses on real-time tracking of people or objects in in-

door environments where GPS-based location is ine�ective, supporting the medical team

throughout the entire lifecycle of an emergency. The thesis investigates the use of BLE

beacons as a reference infrastructure for position estimation inside a building, through

mobile devices or wearable tags. Beacons periodically transmit low-energy signals that

are received by mobile devices, which estimate position using Received Signal Strength

Indicator (RSSI) based techniques, analyzing the principles, architecture, and perfor-

mance of beacon-based indoor positioning systems, with particular attention to accu-

racy and robustness in complex indoor environments. Within the Trauma Tracker use

case, this technology is applied to track healthcare sta�, patients, or medical equipment
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inside hospital facilities or other critical indoor settings, aiming to improve operational

e�ciency and logistic, situational awareness, and safety [15]. The HospiT'win project,

similarly, focuses on building hospital Digital Twins by integrating real-time data from

medical devices, sta�, and patients to simulate and monitor hospital operations. It

enables work
ow optimization, predictive analysis, and scenario testing, allowing ad-

ministrators and clinicians to assess the impact of changes in sta� management, patient


ow, or equipment allocation in a virtual environment before applying them in reality

[16].

Personalized medicine

The Swedish Digital Twin Consortium (SDTC) is a multidisciplinary initiative involving

academic institutions, healthcare providers, and industry partners aimed at applying

Digital Twin technology to personalized medicine. The core objective of SDTC is to

construct computational patient models with Digital Twins that integrate molecular,

phenotypic, and environmental factors relevant to individual disease mechanisms. These

high-resolution models allow researchers to simulate and evaluate the e�ects of thou-

sands of potential drug treatments, identifying optimal therapeutic strategies for speci�c

patients based on their unique biological pro�les. This leads to a patient-centric vi-

sion, allowing clinicians to simulate various therapeutic interventions and predict their

outcomes before they are administered to the actual patient [17].

Digital Twin Paradigm in Diabetes Prediction and Management

The paper reviews the emerging role of Digital Twin technology in diabetes care. Tradi-

tional diabetes care often responds to adverse glycemic events rather than anticipating

them: Digital Twins, by contrast, create virtual replicas of patients through real-time

data integration and computational modeling, enabling continuous monitoring and pre-

diction of disease trajectories [18]. They identify key applications for Digital Twins:

ˆ Glucose level prediction using continuous glucose monitoring and data-driven mod-

els.

ˆ Personalized insulin dosing through adaptive modeling.

ˆ Personalized insulin dosing through adaptive modeling.
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ˆ Dietary and lifestyle optimization informed by sensor data and simulations.

ˆ Risk assessment for diabetes-related complications leveraging longitudinal patient

data.

Computer Simulation in Operating Room Management

The paper explores the application of computer simulation techniques to the management

of operating rooms (ORs) with the goal of improving process design and operational

performance in large hospital settings. Operating rooms represent a high-cost and high-

revenue service centers of hospitals, thus it is important to optimize the e�ciency and

e�ectiveness of the entire surgery department: most strategies relies on the improvement

of perioperative process, that starts when the surgery decision is made (preoperative

phase) until the convalescence and patient discharge (postoperative phase) [19], that can

consist of manly �ve suprocesses [20]:

ˆ Transport and admission to OR suite

ˆ Diagnostic analysis, enter the induction room

ˆ Enter the OR and execution of surgery

ˆ Detachment of devices, wake up and monitoring

ˆ Return to the ward area for post surgery care, follow-up

Simulation provides structural environment to understand, analyze, design and experi-

mentally execute processes and then evaluate the outcomes in a quantitatively manner,

enabling stakeholders to understand process variations, predict performance impacts, and

make decisions. Importantly, the paper proposes the integration of simulation methods

into the operating room management lifecycle as a tool for continuous improvement.

[21].
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Chapter 2

Case study: a Digital Twin

ecosystem for monitoring and KPI

analysis in a surgical department

As discussed in the �rst chapter, Digital Twins can bring multiple bene�ts in various

�elds, one of them is the healthcare sector, in which we �nd great enthusiasm in literature

and related research projects. In this thesis, the focus is placed on the hospital envi-

ronment, with particular attention to the operating room domain and its management.

Operating rooms represent one of the most complex, resource-intensive, and critical areas

within healthcare facilities, where e�ciency, coordination, and decision-making have a

direct impact on both clinical outcomes and operational performance. To address these

challenges, this work investigates the adoption of a Digital Twin-based ORMS (Operating

Room Management System) and also focuses on the development of a virtual simulation

that faithfully reproduces the dynamics of the surgical department, modeling patient


ows, resource usage, and process interactions as realistically as possible, supporting the

validation of the Digital Twins system.

2.1 Operations Management in Hospitals

Operations Management in hospital is de�ned as the set of procedures, tools and roles

that oversee the functioning of characteristic processes, through the adequate man-
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agement of auxiliary and supporting services and activities, both healthcare and non-

healthcare. In surgical departments the characteristic processes refer to the systematic

planning, coordination, control of resources and processes involved in the delivery of

surgical care and surgery execution. In this context, it focuses on optimizing the use

of operating rooms, medical sta�, equipment and supporting services across the periop-

erative process, from patient admission to postoperative recovery. E�ective operations

management aims to improve e�ciency, reduce delays and costs, and enhance patient

safety and quality of care [22]. Simplifying the theory a bit, operations management in

the healthcare sector essentially involves two areas:

ˆ Patient logistic: patient logistic aims to optimize the management of patient 
ows

within the hospital, from the moment of �rst admission to the �nal discharge phase.

ˆ Material logistic: the logistic of materials aims to ensure an e�cient, appropriate

and timely 
ow of all necessary resources to care processes, involving centralized

warehouse and in-loco stocks.

To support all these actions in the surgery department, what is now called Operat-

ing Room Management (ORM) is needed, that are the procedures and tools related to

planning and analyzing the surgical work
ow [23].

2.1.1 Strategic ORM

The strategic level of an Operating Room Management System focuses on long-term

and mid-term planning decisions that de�ne how surgical resources are structured and

allocated over time. Its main goal is to ensure that the operating suite is designed and

organized to meet expected demand while balancing e�ciency, cost, and quality of care

[23]. Typical responsibilities include:

ˆ Capacity planning, such as determining the number of operating rooms, available

time blocks, and sta�ng levels.

ˆ Operating room block scheduling, assigning OR time to surgical specialities or

analysis of historical demand and strategic priorities.

ˆ Workforce planning, including long-term allocation of surgeons, anesthesiologists,

and nursing sta�.
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ˆ Policy de�nition and performance targets, such as utilization rates, throughput

objectives, and access time analysis.

ˆ Evaluation of alternative organizational scenarios through simulation or analytical

models to support strategic decision-making.

2.1.2 Operational ORM

The operational level of an Operating Room Management System addresses short-term

execution and real-time control of surgical activities. It focuses on managing daily op-

erations and responding to variability, disruptions, and unexpected events [23]. Typical

responsibilities include:

ˆ Daily surgery scheduling and sequencing, assigning speci�c patients to operating

rooms and time slots.

ˆ Real-time coordination of surgical work
ows, including patient preparation, room

setup, and turnover activities.

ˆ Monitoring operating room status, such as surgery progress, delays, cancellations,

and overruns.

ˆ Dynamic resource allocation, reassigning sta�, rooms, or equipment in response to

emergencies or deviations from the plan.

ˆ Decision support for operational adjustments, including rescheduling, prioritization

of urgent cases, and con
ict resolution.

Production Planning

Surgeries must be planned using daily operating notes to ensure compliance with the nec-

essary recovery and disinfection times for operating rooms, using the historical database

of collected data to forecast operating room occupancy. De�ning variables and con-

straints to consider is essential to develop an adequate schedule without creating con-


icts. In terms of surgical scheduling, the weekly surgical note must be prepared with

su�cient advance notice to ensure the activation of the patient telephone screening pro-

cess. The daily surgical note can then be �nalized: it contains the names of patients who
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are candidates for surgery on a speci�c day and who have con�rmed their availability for

that date, based on the results of the telephone screening and pre-admission assessment

[22].

2.2 The surgical department

The surgical department is a highly specialized and regulated area of the hospital, de-

signed to support surgical activities while ensuring patient safety, clinical e�ciency, and

strict infection control. It is composed of multiple interconnected spaces, each serving

a speci�c role within the perioperative process and organized according to functional,

logistical, and hygienic principles.

These spaces typically include operating rooms, pre-operative and induction areas,

postoperative recovery units, and inpatient wards, which together enable the seamless

progression of patients and sta� throughout the surgical pathway.

2.2.1 Di�erent areas and compartmentalization

The operating block must be divided into progressively less contaminated areas, from

the entrance to the operating rooms. The layout of the operating block is further char-

acterized by the separation of areas with di�erent levels of microbial contamination risk,

commonly classi�ed as contaminated, clean, and low-microbial-load zones, as we can see

the example of the surgical department of Cervesi Hospital (�g. 2.1). This spatial organi-

zation is essential to prevent cross-contamination, regulate the movement of people and

materials, and maintain sterile conditions during surgical procedures. Understanding the

structure and functional relationships among these areas is fundamental for analyzing

operating room work
ows [24]. In accordance with these provisions, the operating room

complex has separate internal routes for "dirty" and "clean" areas. Everything is de-

signed to prevent bacterial contamination, such as the operating room entrance and exit

doors, which are equipped with no-touch opening systems. These information are fun-

damental to better understand the surgical department's dynamics and realize a speci�c

detailed simulation [26].
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Figure 2.1: Planimetry of the Cervesi Hospital [25]

2.2.2 Operating Room

The operating room is the environment where surgery is performed, which houses a mul-

titude of specialized equipment and instruments to assist the medical team. The core of

the operating block is represented by the operating rooms, which are equipped with ad-

vanced surgical, anesthetic and monitoring technologies and are designed to ensure steril-

ity and patient safety. These rooms are supported by a set of auxiliary spaces, including

preoperative rooms for patient preparation, anesthesia induction rooms, postoperative

recovery units and dedicated storage and sterilization areas for surgical instruments and

materials. The presence of the following elements in operating rooms can be considered

essential [24]:

ˆ Operating table technologically suited to the di�erent types of surgical procedures

complete with accessories.

ˆ Vital signs monitor capable of analyzing the main patient parameters, from ECG

to capnometry, from invasive and non-invasive blood pressure, to oximetry and

plethysmography.
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ˆ Surgical lamps, de�brillator, electrical scalpel and many other high-precision and

fundamental instruments.

Pre-operation and post-operation rooms

In the pre-operation room (or preparation room), patients arriving from the inpatient

wards are greeted by the operating room sta� and remain there until transferred to the

operating room. During the waiting period, the patient undergoes further preparation

protocols for the procedure, including a �nal pre-operative assessment by healthcare pro-

fessionals �g. 2.2. Separated, but connected to the operating room, there are also spaces

reserved for the team to prepare the skin before surgery: in this area, operating room

sta� (instrumentalists and surgeons) prepare to perform the surgical scrub necessary to

reduce the microbial 
ora of the hands and forearms [24].

Figure 2.2: Example of surgical department structure

The recovery room is the facility within the operating department where doctors and

nurses perform post-operative care functions, such as monitoring vital signs and func-

tions, administering medications and infusion therapy, monitoring the patient's state

of consciousness, and performing a comprehensive clinical assessment of the newly op-

erated patient before returning to the inpatient ward, where they will continue their

clinical journey [27].

40



2.3 Peri-operative journey

The peri-operative journey of a programmed surgical patient represents the best practi-

cable pathway within the hospital, the surgery department and concerning the medical

sta�. The patient's perioperative journey begins at the moment of inclusion on the wait-

ing list and ends at the time of discharge. All the actions included in this period must

be governed, as they are connected to the patient's journey. This is strongly related to

time (�g. 2.3):

ˆ Waiting time for recovery (waiting list)

ˆ Amount of time necessary for the pre-recovery activities to prepare the surgery

procedure

ˆ Total time of the peri-operative process

Figure 2.3: Patient's peri-operative journey

2.3.1 Waiting Lists

Surgical waiting lists represent the formal entry point of the patient into the perioper-

ative pathway and play a crucial role in the organization and management of surgical

care. They serve not only as a scheduling instrument, but also as a governance mech-

anism to ensure clinical adequacy, prioritization, and fair access to surgical procedures.

An e�ective management of waiting lists directly in
uences downstream perioperative

phases, impacting resource allocation, operating room utilization, patient safety and

overall infrastructure performance [28]. Referring to AUSL Emilia Romagna and italian
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SSN (Servizio Sanitario Nazionale), the indication for scheduled hospitalization can be

made by a doctor employed by or contracted with the SSN.

ˆ Taking charge phase: it's the moment when the patient is assessed by the facility

which will follow the entire clinical and care processes of the patient, until the

intervention is performed. The booking date (insertion in the waiting list) cor-

responds to the moment in which the patient is actually �t to undergo surgery,

having already done all the diagnostic tests necessary for a correct diagnosis and

to de�ne the therapeutic directives.

ˆ Waiting list phase: from the date of registration on the list until the day of hospi-

talization (date of admission), the waiting time will be calculated.

ˆ Pre-recovery phase: the preoperative phase begins, based on the expected period of

hospitalization, with the patient's pre-admission call. Its main purpose is to assess

the patient condition to avoid any risk and optimally manage the peri-operative

course.

Access policy

Access to scheduled inpatient surgical procedures is governed by a combination of clinical

priority, chronological order of insertion and required resources. Patients are assigned

to a priority class at the time of inclusion in the waiting list, based on standardized

clinical criteria de�ned at national level and further re�ned through regional analysis.

Although an initial or default priority class may be suggested for each pathology, the

doctor can modify it according to the patient's speci�c clinical condition, including dis-

ease severity, risk of deterioration, presence of pain or functional impairment, and special

time-dependent clinical needs. Priority classes are dynamic and can be updated if the

patient's condition changes. Four clinical priority classes are de�ned, each associated

with a maximum waiting time (table 2.1).

To ensure fairness and e�ciency in calling patients from the waiting list, a scoring-

based ordering mechanism is proposed using the following mathematical formula.

Scorei =
Maximum time expected from the least urgent priority class

Maximum time expected by priority classi
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Table 2.1: Clinical Priority Classes for Scheduled Surgical Admissions [28]

Priority Code Description
A Admission within 30 days for clinical cases that may

rapidly worsen, potentially becoming emergencies or
causing severe harm to prognosis.

B Admission within 60 days for cases with intense pain,
severe dysfunction, or disability, without rapid deterio-
ration or immediate prognostic risk.

C Admission within 180 days for cases with minimal pain,
dysfunction, or disability, and no tendency to worsen or
signi�cantly a�ect prognosis.

D Admission without a de�ned maximum waiting time for
cases that do not cause pain, dysfunction, or disability.
These cases must still be performed within 12 months.

This score combines the time already spent on the waiting list with a severity coef-

�cient derived from the assigned priority class. As a result, patients progress through

the list at di�erent speeds depending on both urgency and waiting time, preventing

lower-priority patients from being inde�nitely postponed while still preserving clinical

prioritization, promoting fair access and e�cient management of surgical waiting lists.

Maintenance of the waiting list

Waiting lists must be periodically reviewed to ensure the accuracy of patients status

and position, allowing corrections to optimize surgical scheduling. If a patient's priority

level changes, the total waiting time is still calculated from the initial registration date.

Patients can be temporarily suspended from the list due to medical contraindications or

personal unavailability. During suspension, their priority score is preserved, the suspen-

sion period is documented, and the waiting time counter is paused. If a patient fails to

attend two consecutive reassessment visits, they are removed from the list. Patients exit

the waiting list when surgery is performed, postponed, or cancelled [28].

2.3.2 Intra-operative phase

The intraoperative phase involves managing the activities performed by the surgical team

for the patient from the moment they enter the surgery department until they leave. This
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phase includes the surgical procedure, the central event of the entire process (�g. 2.4).

Proper planning, scheduling, and organization of activities maximizes the safety of pa-

tients and healthcare professionals, including through the proper use of control tools

placed throughout the process (operating room checklist).

Figure 2.4: Surgery lifecycle

Risks related to operating rooms

During the intra-operative phase, operating rooms are inherently high-risk environments

due to the complexity of surgical procedures, the involvement of multiple professionals,

and the critical nature of clinical decisions. Unsafe surgical care contributes signi�cantly

to adverse outcomes: surgical complications occur in an estimated 25 % of patients un-

dergoing inpatient operations, and postoperative mortality can range from 0.5 % to 5

%, with a large proportion of adverse events in hospitalized patients being related to

surgical care. These risks arise from procedural errors, miscommunication among team

members, incorrect identi�cation of patients or surgical sites, equipment failures, and

lapses in standard safety practices. The dynamic and modular nature of modern surgi-

cal work
ows increases the risk of information loss and errors when care is fragmented

among di�erent professionals. Improving adherence to safety protocols and standardis-

ing perioperative procedures are therefore critical to reducing preventable harm in the

operating room setting ([29]). To mitigate the risks inherent in surgical care, interna-

tional and national bodies have promoted the use of Surgical Safety Checklists (SSCL)

based on the World Health Organization's Safe Surgery Saves Lives program (�g. 2.5).

These checklists provide structured checks at key moments in the perioperative work
ow

| before anesthesia induction (Sign In), before skin incision (Time Out), and before

the patient leaves the operating room (Sign Out) | and involve the entire surgical

team in verifying critical safety items. In Italy, the Ministry of Health has adopted and

adapted the WHO checklist to the national context, resulting in a 20-item SSCL used
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Figure 2.5: World Health Organization SSCL model

widely across hospital operating rooms to verify patient identity, surgical site and pro-

cedure, anesthesia safety, equipment function, and other critical elements. The SSCL

is not intended to be exhaustive, but rather to standardise communication and reduce

preventable complications; evidence suggests that incomplete or non-compliant use of

checklists is associated with increased risk of surgical complications, underscoring their

role as a key component of intraoperative safety and quality of care ([30]).

2.4 The needs of interoperability

Interoperability represents a fundamental requirement in healthcare environments, where

heterogeneous systems, medical devices, and information platforms must seamlessly ex-

change and interpret data. In surgical departments, clinical work
ows involve multiple

actors, such as surgeon and medical sta�, technologies, and software solutions. With-

out e�ective interoperability, information fragmentation can lead to ine�ciencies and

increased risks for patient safety: this is what enables the transition from isolated infor-
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mation silos to a patient-centered care ecosystem.

In the context of this project, which aims to introduce a Digital Twin ecosystem

within the surgical department, interoperability becomes even more critical: Digital

Twins collect data from patients and hospital's physical assets that should be easily

accessed by di�erent institutions such as di�erent hospitals, adopting standardized com-

munication protocols and healthcare data standards.

To ensure that information is not only transmitted but also understood uniquely by

di�erent contexts, the adoption of global standards is essential.

2.4.1 Fast Healthcare Interoperability Resources

One of the most important standard nowadays is HL7 FHIR, that stands for Fast Health-

care Interoperability Resource, and is a standard for exchanging healthcare information

between di�erent institutions and systems in a electronic manner. FHIR breaks down

healthcare information into small, modular, and manageable units called resources,

such as Patient, Observation, Medication or Location, o�ering a standard framework

that de�nes a common way to solve healthcare problems and the diversity of concepts

and representations in the global healthcare world. Some usage scenarios are:

ˆ Personal Health Record for electronic record systems (such as Fascicolo Sani-

tario Italiano), that provides a RESTful API for patients to access their medical

information using common web interfaces or mobile applications.

ˆ Document Sharing: support and integrate healthcare information from a variety

of sources.

ˆ Decision support: integrating healthcare information allows to create decision

support software to help the medical sta� to patient surveillance, procedures plan-

ning and so on.

This standard helps developers to achieve pre-de�ned levels of integration, that allows a

step by step evolution from the basic framework speci�cations to the ability of reasoning

and high level medications de�nitions (�g. 2.6).

FHIR is built around the concept of Resources, which are modular, reusable, and

self-contained data structures representing speci�c healthcare concepts. Each resource
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