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Abstract

This thesis presents the development and evaluation of an automated solution for depalletizing

boxes from shipping containers, carried out at SIR Robotics S.p.A. The proposed system

integrates an Autonomous Mobile Robot (AMR), an industrial robotic manipulator, and an

AI-based vision system to enable efficient and safe container unloading.

The work was divided into three main phases. First, the AMR platform was tested and a

strategy was developed to align the robot with the loading ramp and navigate safely inside the

container. The second phase focused on evaluating different vision systems for box detection

and localization. Finally, the picking procedure was validated by testing the grasping of boxes

and their transfer onto a conveyor belt.

The results demonstrate the feasibility of the proposed approach and provide a basis for the

future development of fully automated container unloading systems.
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Introduction

The thesis project was carried out at SIR Robotics S.p.A. (Soluzioni Industriali Robotizzate).

SIR Robotics S.p.A. is an Italian company specialized in the design and integration of advanced

robotic and automation solutions for industrial environments. Founded in 1984, SIR develops

customized systems for a wide range of sectors, including assembly, foundry processes, handling,

pallettizing, finishing processes and welding. The company combines industrial robots, vision

systems, and automation technologies to create highly flexible and efficient production processes.

With strong experience in robotic integration and customized solutions, SIR supports clients

during the entire project development, from design to installation and commissioning.

The main objective of this project was to evaluate the feasibility of developing an automatic

depalletization system for boxes inside a shipping container.

Today, many companies must unload a large number of containers filled with boxes of different

sizes and types. To meet the need for higher speed, efficiency, and safety during unloading

operations, fully autonomous solutions are being developed, reducing or eliminating the need for

human intervention.

Another important motivation for this type of automation is the working environment inside

shipping containers. During the summer months, the temperature inside a closed container can

become extremely high, making manual unloading physically demanding and potentially unsafe

for operators. By using an automated robotic system, it is possible to avoid the need for workers

to enter the container, improving both safety and working conditions.

The application involves the use of an industrial robotic arm which, equipped with a suitable

end-effector, will pick the boxes from inside the container. After gripping the box, the robot will

place it on a conveyor belt that transports it to the sorting stations. A system is required to carry

both the robotic arm and the conveyor belt on which the boxes will be placed. Furthermore, the

robot must be equipped with a device that allows it to detect and identify the boxes.

The application therefore requires the collaboration of three main systems:

• an AMR (Autonomous Mobile Robot), used for transporting the robotic arm on a metal

support and carrying the conveyor belt;
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• a robotic arm, used for picking the boxes from the container;

• a vision system, integrated with the robot, which detects the position of the boxes and

determines an optimal unloading sequence.

The purpose of this project was to identify and test the components needed for the future imple-

mentation of the project.

The first phase of the project focused on testing and evaluating the KUKA AMR. In particular, I

worked on implementing a reliable solution to correctly align the AMR with the loading ramp it

must climb to transport the robotic arm inside the container. For the tests, a 20-foot shipping

container was used (although the system is designed to operate also with 40-foot containers). The

container opening has a width of approximately 2.3 m, and the loading ramp must not exceed

a slope of 5%. As a consequence, the ramp needs to be roughly 3 m long to guarantee safe

access for the AMR. An additional objective of this phase was to develop a navigation strategy

that enables the AMR to move inside the container and reach the back of it, ensuring complete

unloading of all boxes.

The second phase of the project involved configuring and testing several vision systems equipped

with AI-based box localization capabilities. These systems were evaluated based on their ability

to accurately detect and locate boxes inside the container, as well as on their overall ease of use

and integration.

The third phase focused on validating the box picking process. In this stage, the grasping

procedure generated by the selected vision system was tested, including the execution of the

picking trajectory and the placement of the boxes onto a conveyor belt. The objective was to

verify that the identified boxes could be reliably grasped and transferred, ensuring a smooth and

continuous depalletizing workflow.
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1. KUKA KMP 1500P-EU-D diffDrive

1.1 KUKA Mobile Robots

Mobility is becoming very important in modern Industry 4.0. For this reason, KUKA develops

mobile robotic solutions that make production more flexible and efficient. Instead of fixed

production lines, factories are now using intelligent mobile units that can move and work by

themselves.

KUKA’s Autonomous Mobile Robots (AMRs) are designed to be easy to integrate into different

industrial environments, such as automotive, aerospace, and internal logistics.

KUKA mobile platforms offer:

• High flexibility and free movement, even in tight spaces

• Precise omnidirectional motion, thanks to technologies like mecanum wheels

• Fully autonomous navigation, without floor markings or magnetic guides

• The ability to work together, allowing multiple robots to operate together

These features make KUKA AMRs a strong base for the future factory, where mobility, autonomy,

and adaptable production systems are essential.

1.2 Hardware Description

Figure 1.1: KMP 1500P
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Figure 1.3: Charging station

The system integrates several advanced technologies, including SLAM navigation for accurate

localization and mapping, 3D cameras for obstacle detection, and 360-degree safety coverage

through two laser scanners and emergency-stop bumpers. Additional features include modern

charging options such as inductive charging, long battery autonomy of up to ten hours, and

optional 5G connectivity. Load identification is supported through built-in technology and

QR-code readers, improving workflow accuracy and tracking.

These capabilities make the KMP 1500P particularly suitable for highly dynamic and demanding

applications. For this project, it was selected as the transportation platform for the robotic arm

and the conveyor system that must be moved inside the container. Its high payload capacity,

precise navigation, modularity, and easy integration into existing workflows make it an excellent

fit for developing an automated depalletization solution in a restricted environment.

1.2.1 Operation Modes

The AMR can operate in the following modes:

• Automatic mode: The AMR is controlled by the Fleet Manager. It moves autonomously

with a programmed speed, and the laser scanner monitoring is always active. This mode

will be used during the operational phase of the project, allowing the AMR to execute the

entire container unloading process autonomously.

• Maintenance mode: The AMR is moved at low speed (0.2 or 0.6 m/s) using a wired

remote control. The safety field monitoring is disabled as long as the speed stays below

0.2 or 0.6 m/s.
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Figure 1.4: Wired remote controller

Maintenance mode will only be used during the initial mapping phase of the warehouse.

• Brake release mode: The AMR brake is released so the platform can be manually moved

by an operator.

1.2.2 Navigation Mode

The AMR operates using SLAM navigation (Simultaneous Localization and Mapping), a tech-

nique that enables the robot to build a map of the environment while simultaneously determining

its position. In this mode, the AMR continuously acquires data from its laser scanners, inertial

sensors, and wheel odometry. These measurements are combined through SLAM algorithms

to identify walls, obstacles, and stable reference features in the surroundings. By comparing

real-time sensor data with the previously generated map, the AMR can estimate its pose, update

the map when necessary, and plan safe and efficient trajectories.

SLAM navigation is particularly suitable for this project, as it provides the level of accuracy

required for aligning the AMR with the loading ramp and for navigating inside the container,

where the robot must operate in narrow, partially structured, and dynamically changing environ-

ments.

1.2.3 Obstacle Detection System

The AMR is equipped with the following sensors for obstacle detection:

• Laser scanners: Two laser scanners are installed, one on the front-left corner and one on

the rear-right corner of the AMR. Each scanner can detect obstacles at a height of 170 mm

from the ground, within a 270° field in front of the scanner. The scanners monitor the area

around the AMR, known as the protection field. If something enters this protection field,

the AMR stops. The protection field can be up to 3000 mm long. In automatic mode, the

size of the protection field increases gradually as the AMR speed increases.
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Figure 1.5: Laser scanner detection field

• 3D cameras: Two 3D cameras are mounted at the front and rear of the AMR. Each camera

can detect obstacles:

– Up to 4000 mm in front of the camera

– Within a horizontal field of 72° and a vertical field of 50°

– Up to a height of 2000 mm from the ground

– Minimum detectable object at 2000 mm: 80×80×80 mm

– Minimum detectable object at 4000 mm: 200×200×300 mm

Figure 1.6: 3D camera detection field

1.3 KUKA.AMR Studio

KUKA.AMR Studio is a software application used to configure the AMR, create and edit the

environment map, set navigation parameters, and manage the robot’s main functionalities. It acts

as the main commissioning tool for the KMP platform: the operator connects directly to the AMR

to configure the vehicle, while AMR Studio also provides the interfaces required to register the

AMR within a Fleet Manager system. In this way, AMR Studio represents the link between the

physical robot and the fleet-level coordination software, ensuring that the AMR is correctly set

up, networked, synchronized, and ready to receive missions from the Fleet Manager. It offers all
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necessary functionalities to commission, configure, and maintain the vehicle, including system

parameter adjustments, diagnostics, and software updates through a structured and intuitive

interface.

In this project, KUKA.AMR Studio was employed for several key configuration tasks:

• Wireless Network Configuration: Configuring WiFi connectivity and IP parameters to

allow the AMR to communicate with the Fleet Manager.

• Fleet Manager Configuration: Registering the AMR within the fleet manager and

enabling mission control.

• Time Synchronization: Aligning system time between the AMR, the Fleet Manager, and

the network infrastructure.

• Navigation Commissioning: Generating and validating the map, calibrating sensors, and

testing autonomous navigation.

1.3.1 Creation and Management of Maps

The basis for SLAM navigation is the building map, which records the surrounding contours,

using the laser scanners of the vehicle. Since the robot does not yet have any reference data, it is

necessary to create the map manually. KUKA.AMR Studio is used to map the environment as

part of the commissioning. The AMR is jogged, using its jogging function or through the remote

controller, to cover all the areas where it will be operating.

Figure 1.7: Map creation page
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1.3.2 Localization of the AMR on a Map

After activation of the map, the robot’s pose in the map must be verified and corrected if necessary.

The goal of this localization step is to teach the AMR its initial position in the environment map.

On the screen, red contours represent real-time obstacles detected by the AMR, while black

contours represent the static obstacles stored in the SLAM map. The objective is to align these

two sets of contours. If the AMR appears outside the map or shifted with respect to its real

position, the robot must first be moved manually to approximately the correct location. Then,

the Initialize command automatically adjusts the map alignment using the live laser data.

If the contours do not perfectly overlap, manual fine alignment can be performed using the

adjustment keys until the real-time red obstacles match the black map obstacles.

Figure 1.8: Localization page

1.4 KUKA.AMR Fleet Manager

KUKA.AMR Fleet is a web-based application used to manage multiple AMRs, configure maps

and navigation graphs, and supervise all robot operations, it coordinates the AMRs in the fleet.

The Robot Control System is responsible for managing resources, graphs and missions. It ensures

efficient interaction and coordination of the basic elements. The robot control system enables

robot to be controlled on a graph that is based on the requirements of the mission.

1.4.1 Layout Management

1.4.1.1 Building Layout Management

Before the AMRs can operate in an industrial environment, it is necessary to define the structure

of the building in which they will move. In KUKA.AMR Fleet, this is done by creating a
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building layout that represents the physical organization of the facility. Inside this layout, the

user can define the different areas or districts of the plant and associate each of them with the

corresponding SLAM map used by the AMR.

The purpose of building layout management is to provide a clear and consistent representation of

the factory, ensuring that the Fleet Manager knows how the environment is structured and how

the different robots are distributed across it. This information enables the system to coordinate

navigation, mission assignment, and resource allocation correctly.

The user can create new buildings, import layout files, modify existing information, and remove

elements that are no longer needed. Each layout contains specific details such as its name,

code, associated building, status, and optional notes, allowing the facility to be organized in a

structured and intuitive way.

Figure 1.9: Building and Layout creation

1.4.1.2 District Management

In KUKA.AMR Fleet, the building layout is organized into districts, which represent different

areas of the facility, such as halls, warehouse zones, or production sections.

Each district must be associated with a floor map, which represents the reference for AMR

localization and navigation. These maps are created, as mentioned before, using KUKA.AMR

Studio. Once the map is created and validated in the commissioning phase, it is uploaded to the

Fleet Manager and assigned to the corresponding district.

Through the district configuration, the system combines information from the building layout,

the associated map, and the district properties, allowing the AMR to correctly position itself,

interpret the environment, and follow predefined routes or mission paths.
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Figure 1.10: District Creation

1.4.2 Graph Editor

The Graph Editor is the tool used to define the navigation graph of a district based on the

uploaded layout map. It allows users to draw nodes, edges, and related configurations that

determine how AMRs move within the environment. Through this interface, motion paths can

be created interactively by selecting a starting point and an endpoint on the map. Each motion

path consists of two nodes connected by an edge, all of which can be parametrized to influence

the behavior of the vehicle.

Nodes can be configured with basic and advanced parameters. Basic parameters define how the

AMR behaves when reaching that point on the graph, while advanced functions allow the node

to represent specific operational points such as rack nodes, parking nodes, charging stations,

bracket nodes, or other functional positions. Nodes may also be associated with objects, such as

container models, depending on the needs of the application.

Similarly, edges can be configured to control how the AMR moves between nodes. Standard

edge parameters influence the robot’s motion along the path, while advanced parameters allow

the user to specify the vehicle size or adjust safety fields, ensuring that the AMR navigates

safely in narrow or constrained areas. The resulting navigation graph coordinates the behavior of

the AMRs and serves as the basis for mission execution within the Fleet Manager, providing a

consistent and structured representation of all valid motion paths in the district.
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Figure 1.11: Graph overview

1.4.3 Model Management

Model management is used to configure:

• Container model: Used to set the specification and dimensions of the containers and the

applicable types of AMRs.

• Fine localization model: It supports object model recognition and reflective sticker

recognition.

Loads carried by the AMR can be of different types:

• Rack: Load in which the support frame is moved with it. The robot transports the load

including the frame.

• Holder: Support frame fixed in place. The robot moves into the frame and only picks up

the load.

• Tray: Load picked up in case of a stationary support frame.

Figure 1.12: Rack Figure 1.13: Holder
Figure 1.14: Tray

20



A model must be associated with every type of load, the definition of the model must be done in

KUKA.AMR Studio and then imported in KUKA.AMR Fleet.

In the model definition the following parameters must be specified:

• Model type (rack, holder or tray)

• Approach direction of the AMR

• Length and width of the support

• Length and width of the legs

Figure 1.15: Model editor

1.4.3.1 Fine Localization with Reflectors

Reflective stickers can be used to provide faster and more accurate fine localization. This is due

to their high-intensity reflectivity. For improved accuracy, additional reflective stickers can be

used in the rear legs of the bracket or rack. The front stickers guide the KMP into the rack/bracket

while the rear stickers determine its final position.

In this project, reflective stickers are used to align of the AMR with the loading ramp, ensuring a

stable and repeatable entry trajectory before entering into the container.

Figure 1.16: Stickers on rack

21



Similar to the container, fine localization with reflectors must first be defined in KUKA.AMR

Studio and then imported in KUKA.AMR Fleet.

The following parameters must be specified:

• Length and width of the rack

• Minimum and maximum detection distance

• Reflector width and distance

• Target offset in the stickers’ coordinate system

Figure 1.17: Reflective sticker model editor

1.5 Tests with KMP 1500P-EU-D diffDrive

A series of tests were carried out to evaluate whether the KMP 1500P could enter and operate

inside a shipping container, which represents the main requirement for the depalletization

application. The goal of these tests was to ensure that the AMR could correctly align itself

with the loading ramp and move straight into the container, even when the container was not

positioned perfectly in its expected location. In real conditions, a container may be slightly

rotated or shifted forward, backward, or sideways, and the AMR must compensate for these

variations to approach the ramp accurately.

A second objective was to verify the robot’s ability to navigate inside the container once boarding

was completed. The AMR must be capable of moving along the narrow internal corridor to

transport the robotic arm toward the back of the container, allowing the system to gradually

unload all the boxes.

These results provide essential insights into the feasibility of using the KMP 1500P for automated

container depalletization and help identify the most reliable configurations for real industrial

deployment.
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Figure 1.18: AMR for tests

1.5.1 Map Creation

After configuring the wireless network and the Fleet Manager, the first step is to create the map

of the building. Using the jogging function in KUKA.AMR Studio or the remote controller, the

robot is manually driven through the area so it can scan and record the environment. Once the

mapping is completed, the map can be refined using the Map Edit tools available in KUKA.AMR

Studio. Next, the map is imported into KUKA.AMR Fleet, where it is assigned to a district. At

this point, we can build the navigation graph by creating the required nodes and paths.

Figure 1.19: Map of the building
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1.5.2.1 Charging Node

Figure 1.21: AMR charging

The charging procedure is managed through a dedicated Charge Enter Node, which allows the

AMR to align itself correctly before entering the charging station. This node is configured by

selecting the charging function and specifying the associated charging point, the charging direc-

tion, and the robot type allowed to charge. During operation, the AMR stops at an appropriate

distance from the station and approaches it with the correct orientation, defined by the AMR

Stop Angle and the Charge Direction. Rotation at the entry node is disabled to ensure precise

placement, and the robot’s forward or backward approach is set by adjusting the Robot Direction

along the graph path.

The correct charging direction depends on the AMR’s orientation on the map and ensures that

the rear of the vehicle is aligned with the charging interface.

Figure 1.22: Function parameters
Figure 1.23: Basic parameters
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1.5.2.2 Rack Node

Figure 1.24: AMR with rack loaded

In this phase, the rack node was created to provide a fixed location where the robotic arm could

be loaded at the start of the process and unloaded once the depalletization cycle was completed.

A rack model was created with a length of 1195 mm and a width of 800 mm, then imported into

KUKA.AMR Fleet and placed on the map for testing purposes.

The rack model was assigned to the node, and its rotation was set to Not Allowed to ensure that

the AMR approaches it by moving straight forward and exits by reversing.

1.5.2.3 Parking Node

The parking node is a designated standby position used by the AMR whenever it remains idle for

a predefined amount of time. In this project, if the vehicle does not receive new missions for

10 seconds, the Fleet Manager automatically sends it to the parking node. This ensures that the

robot does not block operational areas, avoids unnecessary occupation of task nodes, and stays

in a safe and known location while waiting for its next assignment.

1.5.2.4 Ramp Alignment using Reflective Stickers

To verify whether the AMR could correctly center itself and align with the loading ramp, a series

of tests were carried out using reflective stickers as artificial reference points. Since the real

ramp was not available during the testing phase, the setup was simulated using four cardboard

boxes positioned to match the actual dimensions of the ramp, approximately 2 m in width and 3

m in length. These boxes represented the four posts mounted on the sides of the real structure.

Reflective stickers were applied to the front and back of each box, with a fixed width of 5 cm

and a predefined length, creating the visual markers required for fine localization and alignment.
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1.5.6 Final Considerations

The complete set of tests carried out on the depalletization workflow allowed us to evaluate both

the reliability of the implemented Python routine and the behavior of the AMR inside a highly

constrained environment such as a shipping container.

The alignment phase proved to be stable and repeatable: the AMR was able to correctly identify

the approach nodes and align itself with the ramp orientation before entering the container. The

customized obstacle-detection profile also proved effective. Cardboard boxes placed along the

path were consistently detected as obstacles, triggering the emergency procedure, cancelling the

mission, and correctly resuming operations after the rack was lowered and the “virtual unloading”

phase was completed.

Navigation inside the container was successfully achieved through the node-based graph and

Dijkstra path planning. However, the process highlighted a natural limitation of absolute node

navigation: performing fine forward movements based solely on graph nodes is less intuitive

than using relative motion commands (e.g., “move forward 30 cm”). A native relative-motion

command in the Fleet Manager would significantly simplify short movements required during

progressive unloading.

Overall, the tests confirmed that the workflow is functional and capable of managing the complete

depalletization cycle, while also identifying potential improvements for future work.
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simulate the entire vision workflow.

Figure 2.25: PhoXi Control GUI Overview

PhoXi Control proved simple and intuitive to use, thanks especially to the Assistant feature,

which guides the user step by step through the configuration of the main acquisition parameters.

Scans are saved directly through this software and can later be imported into Locator Studio,

allowing quick and flexible simulation of the picking process.

Figure 2.26: Pick Trajectory Figure 2.27: Picking Pose Figure 2.28: Exit Trajectory

Overall, the procedure for creating and running simulations is effective and easy to follow.

However, not all scans are saved automatically, and the need for manual saving may slow down

the workflow in some cases.

From a functional perspective, the system demonstrated good performance in many scenarios,

particularly with small boxes. A positive aspect observed during testing is that the system

generally ignores boxes that are only partially visible, reducing the risk of unreliable picks. Some

limitations nevertheless emerged. The configuration of picking priorities is not very intuitive,
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for three-dimensional localization and automatic depalletizing of objects of various sizes and

appearances.

Figure 2.31: PALLOC Visionary-S

Overall, the PALLOC system proved to be well structured and supported by PLx Manager, a

configuration software that is intuitive and easy to use, allowing parameters to be set quickly

and efficiently. However, the system is highly sensitive to different environmental conditions

and geometric configurations, which can significantly affect the stability and quality of the

localization process.

Figure 2.32: GUI Overview

The main issue identified concerns the calculation of the top layer, which is essential for

detecting the boxes. The system automatically determines this plane based on the points detected

inside the search volume, identifying which surface represents the layer closest to the camera.

However, the presence of unwanted surfaces, such as side walls or the container ceiling, can

interfere with this process, causing the system to incorrectly interpret these elements as the top

layer.
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Figure 2.33: Mistakes in top layer computation

This leads to inconsistent localization results, incorrectly oriented planes, and failures in de-

tecting the actual boxes. Even when the top layer is correctly estimated, the depth of this layer

must be set with great care: non-optimal values easily cause the system to miss the boxes on the

uppermost layer. As a result, the system sometimes behaves unpredictably and shows limited

robustness against small geometric or environmental variations.

Tests performed on different box configurations further highlighted this sensitivity. In ordered,

single-layer scenarios, the first attempts often produced correct results, whereas in other cases

multiple acquisitions were required before achieving a reliable localization. In disordered lay-

outs or when boxes were placed at slightly different heights, detection performance became

inconsistent: some tests required several attempts to obtain a valid result, and others were unable

to identify all boxes.

Figure 2.34: Localization on a single layer

The difficulties increased even more when testing multiple layers that were not perfectly aligned:

in such conditions, the top layer was almost always calculated incorrectly, and the system

detected only the layer closest to the camera while ignoring the lower ones, even when the
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configured depth should have allowed their detection.

Figure 2.35: Localization on multiple layer

Another significant limitation is the strong dependence on lighting conditions. The camera uses

invisible infrared light for the 3D component, but the 2D images, crucial for box recognition,

are strongly affected by ambient illumination. As natural light decreases, the images become

progressively darker until they are no longer usable, preventing the system from performing

localization. Artificial lighting could mitigate the issue, but it introduces the risk of reflections

on the surfaces, which may further degrade scan quality.

Figure 2.36: Localization with low lightning
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https://my.kuka.com/s/product/kmp-1500peud-diffdrive-baseversion/01t1i000003gtDPAAY?language=it&tab=Downloads
https://my.kuka.com/s/product/kmp-1500peud-diffdrive-baseversion/01t1i000003gtDPAAY?language=it&tab=Downloads
https://www.youtube.com/watch?v=QymXuCgw6Ho
https://www.youtube.com/watch?v=QymXuCgw6Ho
https://eyetplus.com/en/prodotti/pick-flex-eng/
https://eyetplus.com/en/prodotti/pick-flex-eng/
https://www.photoneo.com/products/motioncam-3d-m/
https://www.photoneo.com/products/motioncam-3d-m/
https://www.sick.com/ch/it/catalog/prodotti/sistemi/sistemi-di-gestione-robot/palloc/c/g584735
https://www.sick.com/ch/it/catalog/prodotti/sistemi/sistemi-di-gestione-robot/palloc/c/g584735
https://www.abb.com/global/en/areas/robotics/products/robots/articulated-robots/medium-robots/irb-4600
https://www.abb.com/global/en/areas/robotics/products/robots/articulated-robots/medium-robots/irb-4600
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